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Phottix 57720

Instruction Manual

Please note:

Do not shine the LED directly at people’s eyes at short distances. This can cause
short-term vision issues. Use at distances of at least Tm from subject - or use a
reflector / diffuser to soften the light.

Do not place the LED close to alcohol or flammable objects.

Do not place liquids on or near the LED. The product is not water, splash or dust
resistant.

Use a soft cloth and neutral cleaner to clean the LED light. Do not use strong
cleaning agents or solvents such as thinners, gasoline or alcohol to clean the LED
light.

Do not store the LED at temperatures of +40C as high temperatures may damage
the product components.

Do not use the LED in outdoors in direct sunlight for an extended period of time to
prevent the product from overheating and possible damage.

Features

The Phottix X160 LED is a powerful light source for still and video photography. It
uses the latest in flicker-free LED technology, making it efficient and durable.

The X160 features:

« 150W of flattering light

« Color Temperature Control 2800K — 6800K

« Smartphone APP Blue tooth remote control with 6 groups and 19 channels
« Apps for Android and iOS

« Support DMX 512

- Digital Brightness control

« 5 Scenario effects

« V Mount Battery and AC Power

« Support Bowens mount light modifiers

Parts

Light

1. Fasten release lever
2. Light DCinput socket
3. Standard reflector

Parts

Control Box
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8. Mode button

9. Setbutton

10. Power supply port

11. Control box output port

4. LCD display

5. Power On/ Off button
6. Fan On/ Off button

7. Adjustment knob

12. DMXin port

13. DMX out port

14. V-Mount battery port
15. Battery release button

Setup Phottix X160

Install & Remove Standard reflector on X160 Light
1. Pull and hold Fasten release lever.
2. Turn clockwise standard reflector to install.
3. Pull and hold Fasten release lever.
4. Turn anti-clockwise standard reflector to remove.

Please note:
Phottix X160 can be compatible with Bowens mount light modifiers.

Mounting and Adjusting the X160

1. Use the Mounting Bracket to mount the X160 to a Light Stand or other mount.
Ensure the Mounting Bracket Locking Nut is securely fastened.

2. Loosen and tighten the Locking Nuts on the Mounting Bracket to adjust the X160
angle.

Use connection cable connect Control box to Light on X160
1. Use connection cable plug to the Light DC input socket.
2. Other end of connection cable plug to the Control box output port.
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Using AC Power

1. Connect the AC Adapter to the Power supply Port on X160 Control box.
2. Plug the other end of the AC/DC Adapter AC power cable into mains power.

To use V-mount Battery

Align the V-mount battery on the X160 Control box Battery port and push the V-mount

battery until locked into position.

Removing Battery

Push the battery release button and remove battery from the battery port.

Turning Power On / Off

Press and hold Power On/ Off button on X160 Control box to power On / Off the X160.

Mode Selection
Press Mode button to change mode between CCT / FX.

CCT Mode

1. Turn Adjustment knob to set the desired brightness level from 0%-100%.
2. Press Adjustment knob to select between brightness and color temperature.
3. Turn Adjustment knob to set the desired color temperature from 2800K — 6800K.

FX Mode

1. Press Adjustment knob to select between Power / FX / Speed.
2. Turn Adjustment knob to set the desired brightness level from 0%-100%.

3. Turn Adjustment knob to set the desired scenario effect (FX).
4. Turn Adjustment knob to set the desired effect speed 1-3.

Setting the Blue Tooth Remote Group and Channel on the X160

1. Press and hold the Set button on X160 Control box
to Blue Tooth mode.

2. Turn the Adjustment knob to set the group between
A/B/C/D/E/F.

3. Press the Set button to Channel setting.
4, Turn the Adjustment knob to set the Channel from 01-19.

Please note:

The Channel / Group on Phottix smartphone APP and Phottix
X160 needs to be the same to remote control the Phottix X160.
Phottix X160 support Phottix smartphone APP to remote only.

Setting DMX on the X160
1. Press and hold the Set button twice on X160 Control box
to DMX mode.
2. Turn the Adjustment knob to set the Power channel (P).

3. Press the Set button to select between Power channel (P)
and Color temperature channel (C).

4. Turn the Adjustment knob to set the Color temperature
channel (C).
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Setting the Fan On/ Off
1. Press Fan button on X160 Control box to set Fan On / Off.
2. Fan icon on LCD will be flashing when turn off fan.
3. Max power will be limited on 50% when turn off fan.
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APP installation
Please search "Phottix" in Google Play and Apple app store.

UNLOCK

3.TV Screen

Technical Specs

2800K - 6800K

0% - 100%

37000Lux @ 1m / 5600K
(with standard reflector)

Color temperature:
Brightness range:
Max. brightness / illuminance:

Max. Power: 150W @ full power

LED type: COB

Color rendering index: 96+ /TLCI 98+

Input power AC/DC adaptor 100-240VAC

operation voltage:

Battery operation: V-Mount battery

Dimension: 342x 193 x 183mm

Weight: 17709 (not included battery)
What's included:

- X160 Light - X160 Control box « Standard reflector - Control Box bracket
+ Connection cable « AC/DC adaptor « AC power cable « Carrying bag

Phattix

Warranty Card

Phottix Warranty Card

Phottix offers warranty service and/or
replacement that comply with local regulations.
For full information see: phottix.com/warranty

Keep this card - do not lose.

Printed in China
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