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Features

The Phottix MC-10 is an omnidirectional condenser lavalier microphone for
wide range applications. The MC-10 is compatible with camera and smartphone.
It is designed for most recording devices with a 3.5mm TRS or TRRS microphone
input.

- Superior audio quality

« Plug and play no drivers needed for camera or smart phone

- Support both TRS and TRRS system

« Built-in noise reduction circuit

« No batteries required

Please note:

- Do not strong impact on microphone pick up. It is high sensitivity microphone
device

- Use a soft cloth and neutral cleaner to clean.

«+ Do not use strong cleaning agents or solvents such as thinner gasoline or
alcohol to clean.

« Do not store at temperatures of +40C as high temperatures may damage the
product components.
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« 1.3.5mm connector « 4, Lapel clip
+ 2. Microphone capsule -« 5. Noise reduction ON/OFF switch (NR)
+ 3. Removable mic muff « 6.TRS/TRRS selector

Parts

Warranty Card

Phottix offers warranty service and / or
replacements that comply with local regulations.
For full information see: phottix/warranty

Keep this card - DO NOT LOSE.
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Setup the microphone

1. Install mic muff over the microphone capsule.

2. Attach the microphone to a shirt using the lapel clip.

3. The microphone should be 10-15cm away from mouth for the best result.

4. Setting TRS / TRRS system.

5. Plug the 3.5 mm plug into recording device.

Please note:

Do not pull the mic muff too tightly over the microphone. Leave a space inside
for air movement.

Setting TRS / TRRS

1. Camera icon for TRS system
2. Smartphone icon for TRRS system

Noise reduction
Using noise reduction (NR) ON/OFF switch to improve environment noise.

Tech Specs

Element: Back Electret Condenser
Polar Pattern: Omni-Directional
Microphone Connector: ~ 3.5mm (TRS / TRRS)

Frequency Response: 30Hz-20KHz
Sensitivity: -32dB +3dB (0dB = 1V / Pa @ 1kHz)
Equivalent noise level: 22dBA
Maximum SPL: 130dB
Output impedance: 2.2K
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What's included:
1.MC-10
2. Extra mic muff
3. Storage pouch
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